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Abstract—The use of light-emitting diodes (LED) for ambient
illumination leads to visible light communications (VLC) as
a promising technology for providing both constant lighting
and high-speed wireless services in indoor environments. Since
multiple LED sources can transmit to several users, this scenario
naturally forms a multiple user multiple-input single-output
(MU-MISO) system. In this sense, transmit precoding (TPC)
schemes based on channel state information at the transmitter
(CSIT) originally devised for radio-frequency (RF) systems have
been proposed for their implementation in VLC. However,
beyond providing CSIT or the need for cooperation among
transmitters, which also result challenging in RF systems, there
are several constraints such as the non-negativity of the trans-
mitted signal or providing constant illumination that hamper the
performance of TPC schemes in VLC. Taking into consideration
these constraints, this paper explores the use of Blind Interference
Alignment (BIA) for achieving multiplexing gain without CSIT or
cooperation among LED lights. To do that, we devise the concept
of reconfigurable photodetector that allows to switch among
distinct and linearly independent channel responses. Simulation
results show that the use of vBIA schemes based on the proposed
reconfigurable photodetector results suitable for VLC systems.
Index Terms—Visible Light Communications, optical MIMO,
precoding, blind interference alignment, reconfigurable photode-
tector, channel state information.
I. INTRODUCTION
Recently, visible light communications (VLC) have received
significant attention as a means of moving part of the indoor
wireless traffic, which is usually served through traditional
radio frequency (RF) systems, to the wide and unregulated
optical bandwidth of the radioelectric spectrum [1]. In indoor
VLC systems, the use of light-emitting diodes (LEDs) for
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providing illumination can be used for data transmission by
modulating the optical intensity of the LEDs [2]. Since VLC
offers several advantages such as a widespread deployment
of LEDs, avoiding the interference with the traditional RF
deployments or a low cost implementation, it is considered a
promising technology for the fifth-generation (5G) of wireless
communications and beyond [3].
In order to provide sufficient illumination several LED
lamps are usually deployed in a single room [4]. Thus, the
downlink for VLC deployments naturally configures a multi-
user multiple-input single-output (MU-MISO) channel. From
the network perspective the VLC systems can be considered as
small cells integrated in a heterogeneous cellular network [5].
Notice that the VLC systems require to define a separated
downlink and uplink, i.e., uplink transmission is not usually
carried out through an optical channel [6]. In this sense, VLC
systems will be placed within the coverage area of other radio
access technologies (RAT) such as WiFi or femto/pico cells,
which can be employed for uplink transmission. At this point,
it is interesting to remark the importance of the backhaul
links among the LED transmitters. Typically, the power-line
has been considered for this issue, which results troublesome
due to its dispersive and noisy nature. On the other hand, a
solution such as the use of fiber-based backhaul links results
unaffordable for low-cost deployments. Therefore, the design
and integration of the downlink, uplink, and backhaul of the
VLC systems within the framework of the 5G network is still
an open challenge [6].
Although LED transmission does not interfere with RF, the
VLC systems are subject to interference because of transmis-
sion from several LED sources to a set of users. Moreover,
from a cellular perspective, the co-channel interference (CCI)
is a significant factor for the degradation of the VLC cell
performance when fractional frequency reuse (FR) is not
considered [5]. Recently, transmit precoding (TPC) schemes
based on knowledge of the Channel State Information at the
Transmitter (CSIT) have been proposed for VLC systems
for maximizing the Degrees of Freedom (DoF), i.e., the
multiplexing gain, with respect to orthogonal approaches [7].
In [8], the use of Block Diagonalization (BD) precoding is
proposed for VLC without considering the specific features of
the optical systems. Similarly, a TPC scheme for minimizing
the mean square error (MSE) is proposed in [9] taken into
consideration the optical constraints of the VLC systems such
as the non-negativity of the transmitted signal or providing
constant illumination.
Beyond the aforementioned constraints, there exist several
2
issues that must be considered for the implementation of TPC
schemes in VLC. First, accurate CSIT is required to obtain the
precoding vectors at the transmitter side. Indeed, imperfect
CSIT leads to a considerable performance degradation [10].
Moreover, notice that providing CSIT in VLC systems requires
synchronization between the optical downlink and the um-
brella RAT employed for uplink transmission. Secondly, and
even more critical, cooperation among the LED transmitters
would be required to apply these TPC schemes. Lastly, the
optical channel responses can be highly correlated depending
on the users distribution leading to a low performance of the
TPC schemes [11].
Parallel to the development of VLC systems a novel trans-
mission scheme referred to as Blind Interference Alignment
(BIA) was proposed as a means of achieving a growth in DoF
regarding the number of users without the need for CSIT [12].
BIA is based on exploiting a predefined pattern of channel
correlations usually denoted as supersymbol. To generate these
channel correlations the use of reconfigurable antennas for RF
systems that can change their radiation pattern among a set
of preset modes, which provide linear independent channel
responses, is proposed in [13]. However, the implementation of
BIA in RF systems demands high signal-to-noise ratio (SNR)
due to the inherent noise increase of BIA and a coherence
block large enough to consider the physical channel constant
during the whole supersymbol transmission [14]. Although
BIA schemes have been usually proposed for RF systems,
they have not been considered for VLC to the best of our
knowledge. At this point, it is interesting to remark several
advantages that the combination of BIA and VLC systems
could potentially provide
• VLC systems are characterized by high SNR, which
allows to overcome the noise increase in BIA-based
schemes.
• The optical wavelength is significantly smaller than the
photodetector area. Therefore, the implementation of BIA
schemes in VLC systems is not subject to small-scale
fading effects.
• In contrast to TPC schemes, BIA does not require CSIT
or cooperation among the LED transmitters.
• Transmission based on BIA ensures the non-negativity of
the transmitted signal while providing constant illumina-
tion without DC bias constraints.
In this work we investigate the use of BIA for VLC systems
motivated by the several advantages described above. How-
ever, the implementation of BIA in VLC is not straightforward.
Although there exists a vast literature about reconfigurable
antennas based on micro/nano electromechanical switches
(MEMS/NEMS) or solid state switches [15], [16], this is not
the case for VLC. The main contribution of this paper is
the design of a reconfigurable photodetector able to provide
linearly independent channel entries for each preset mode.
After describing the structure of the reconfigurable photode-
tector we define the use of BIA in VLC systems referred
to as vBIA. Furthermore, there exist several BIA schemes
for partially connected cellular networks that avoid the use














Fig. 1. Multi-user MIMO indoor VLC system.
of BIA in VLC cell environments showing the resilience of
vBIA in amorphous cellular formations defined by the network
topology [7]. Simulations results show that vBIA provides
satisfactory user rates outperforming other schemes based on
multichannel receivers without CSIT such as maximum ratio
combining (MRC) [5]. In comparison with the TPC scheme
of [9] based on CSIT, which achieves greater peak user rates,
vBIA avoids the blackspot areas because of the constraints of
the optical channel providing a more fair distribution of the
user rate.
The remainder of this paper is organized as follows. In
Section II the system model for VLC with reconfigurable
photodetectors is described. The VLC set-up comprising the
LED transmission, the optical channel and the configuration
of the reconfigurable photodetector is defined in Section III.
In Section IV we present the BIA scheme for fully connected
VLC systems and Section V shows the use of BIA schemes
in other VLC topologies such as homogeneous and hetero-
geneous deployments of light sources. Section VII presents
some simulation results where the performance of vBIA is
compared to MRC and a TPC scheme. Finally, Section VIII
provides concluding remarks.
II. SYSTEM MODEL
We consider an indoor VLC system consisting of L,
t = {1, . . . , L}, LED lamps that transmit data to K, k =
{1, . . . ,K}, terminal users while providing constant illumi-
nation as is shown in Fig. 1. Each user is equipped with
a reconfigurable photodetector, a concept that is described
below, able to provide L distinct and linearly independent
channel responses referred to as preset modes. The signal
transmitted by the set of LEDs can be written in a vector
form as x = [x1, . . . , xL]
T ∈ RL×1+ . Thus, the signal received










∈ RL×1+ is the channel vector between the L
LED transmitters and the user k for the preset mode ν selected
at time n and z[k][n] is real valued additive white Gaussian





where σ2shot is the shot noise variance and σ
2
thermal is the
thermal noise variance [19], [20].
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We assume that the set of LED transmitters do not have
any CSIT. On the contrary, the selection switching pattern
functions ν[k][n] are known beforehand and each transmitter
does not have more information than the coherence time.
Furthermore, there do not exist coordination or data sharing
among the LED transmitters. For the sake of simplicity, we
focus on the temporal dimension without loss of generality
and each symbol extension corresponds to a time slot. Never-
theless, all the results can be easily applied to the frequency
domain.
III. VISIBLE LIGHT COMMUNICATIONS SET-UP
A. Transmitter
For VLC systems, the LED lamps are employed for both
providing indoor illumination and data transmission. In this
context, the particular characteristics of LED data transmis-
sion yield several constraints in comparison with the RF
transmission schemes. First, the signal transmitted by the
LEDs must be a non-negative real value. Notice that this
constraint results critical for TPC schemes since negative
values of the transmitted signal are usually required to cancel
the interference. Moreover, the output optical power is only
linear over a limited drive current range [IL, IH ] where IL
is the turn on current of the LED and IH corresponds to
the maximum input that ensures both the linear response of
the LED and the human eye safety. Within this range, each
LED provides an output power [0, Pmax]. Secondly, in order to
provide a constant lighting the optical fluctuation must be high
enough to guarantee a variation above the fusion frequency of
the human eye, from which only the average of the optical
signal is perceived.
Typically, a set of LED lights is considered for providing
illumination. For data transmission this configuration can be
considered as a multiple input channel. We consider that
the information to the user k is modulated through a pulse
amplitude modulation (PAM) with mean equal to the current
that provides the desired illumination intensity. Therefore,
the average of the transmitted signal must remain constant
over the time in order to provide a stable brightness, i.e.,
E {‖x[t]‖} = Pavg where Pavg is the average output optical
power [21].
B. Channel
The VLC channel can be described as a flat fading channel
or a diffused channel depending on the propagation conditions.
According to [22], [23] the channel gain between the LED




t (ν, n) = η
[k]
LOS,t(ν)δ(n) + ηdiff (n−∆T ) , (2)
where η[k]LOS,t is the Line-of-Sight (LOS) component, ηdiff is the
contribution due to Non-LOS (NLOS) diffuse reflections and
∆T is the delay between the LOS and NLOS components.
The LOS component depends directly on the Euclidian
distance between the user k and the LED transmitter t de-
noted by dkt. Assuming that each user is equipped with L
photodiodes, the angle of irradiance and the angle of incidence
for the photodiode ν, ν = {1, . . . , L}, are denoted as φkt
and ϕkt(ν)1, respectively, as is shown in Fig. 2. The LOS
component between the LED transmitter t and the user k at






R0 (φkt)Teq (ϕkt(ν)) cos
r (ϕkt(ν)) if ϕkt(ν) ≤ Ψc
0 if ϕkt(ν) ≥ Ψc
(3)
where γ denotes the responsivity coefficient and A is the
physical area of the photodiode. For the preset mode ν,
Teq (ϕkt(ν)) = T (ϕkt(ν)) g (ϕkt(ν)) is the optical response
of the filter and concentrator lens where T (ϕkt(ν)) is the
gain of the optical filter, g (ϕkl(ν)) is the gain of the optical
concentrator and r is the coefficient of the photodiode asso-
ciated to the field-of-view (FOV) angle Ψc [24]. Moreover,




m (φ), where m is the order of Lambertian
emission. The order m is related to the transmitter semiangle
φ1/2 by m = − ln 2ln(cos(φ1/2)) .
The diffuse component in the frequency domain is [22]
hdiff(f) =
ηdiff
1 + j ffd
(4)
where fd is the -3 dB cut-off frequency of the diffuse optical
channel and ηdiff = AAroom ·
ρ1
1−ρ , where recall that A is area
of detection of the photodiode, Aroom is the area of the room
surface, ρ1 is the reflectivity of the region initially illuminated
by the LED lights and ρ is the average reflectivity of the walls.
Similarly to other works, we consider ρ1 = ρ [22], [23].
To complete the characterization of the VLC channel
we consider the limited modulation bandwidth of the LED
transceivers. The normalized impulse response of the LED
is denoted as ηLED(n) and its frequency response modeled
as hLED(f) = e−
f
1.44fm , where fm is the -3 dB modulation
bandwidth of the LED [23]. Thus, the VLC channel impulse







LOS,t(ν) + ηdiff (n−∆T )
)
∗ ηLED(n), (5)
which channel impulse response in the frequency domain is
h
[k]











The reflectivity index of the visible light on the wall is about
ρ = 0.4. Moreover, as in [23] we consider a cut-off frequency
of the diffuse channel of fd = 30 MHz and a delay between
the LOS and NLOS components of ∆T = 20 ns. Therefore,
according to [22] we can conclude that the channel gain is
almost flat for frequencies under the cut-off frequency of the
diffuse optical channel. Thus, assuming that this condition is
1Considering that the photodiodes of each user are within a physical
area much smaller than the distance to any LED transmitter the angle of
irradiance between each photodiode of the user k and the transmitter t can
be approximated as φkt(ν) ≈ φkt.
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R0 ( kt) Tl ('kt(m)) gl ('kt(m)) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
where ⇢ denotes the responsivity coefficient and A is the physical area of the photodetector. For
the preset mode m, Tl ('kt(m)) is the gain of the optical filter, gl ('kl(m)) is the gain of the optical
concentrator and r is the coefficient of the photodetector receiver associated to the field-of-view






where m is the order of Lambertian emission. The order m is related to the transmitter semiangle
 1/2 by m =   ln 2ln(cos( 1/2)) .
3.3. Receiver
In this work, we consider receivers composed of several photodetectors in order to provide the
multiplexing gain given by the MIMO channel formed by a VLC system. Typically, the use of
angle diversity receiver utilizing multiple receiver elements oriented in different directions has been
widely proposed or providing optical gain and wide FOV simultaneously. Several schemes such
as maximum-likehood combining or maximum ratio combining have been proposed for multiple
detector receives []. How ere, to the best of our knowledge, this kind of receiver has never proposed
for achieving multiplexing in absence of CSIT in VLC systems.
Inspired by the concept of RF reconfigurable antennas we introudce the use of reconfigurable
photodetector that provide a set of channel responses linearly independent among them. For the
considered system model let us assume receivers equipped with at least L photodetectors that
provide distinct and linearly independent responses1, i.e., equal to the number of LED transmitters.
Therefore, each user can select the signal received at each of the considered photodetectors.
In contrast to the RF reconfigurable antennas, which provides L preset modes with an unique
RF chain, the proposed reconfigurable photodetector provides L outputs selecting the desired
sample at time t. Notice that this approach results economically affordable due to the low cost of
the receiver elements while reducing the complexity of the VLC system regarding the CSIT-based









































where h[k]l (m) is the channel response between the LED bulb l and user k at preset mode m
given by (2). As is discussed in several works such as [][] the use of multiple transmitter with the
aim of achieving multiplexing gain requires linear independence between the channel response of
each photodiode or preset mode in this particular case. Therefore, assuming that the LED bulbs
of the transmitter are spatially distributed we only need to ensure that each photodiode provides
distinct channel responses regarding the incidence angle ' to guarantee the linear independence
of the channel matrix (4). In the following we describe two methodologies to design the preset
mode of the proposed receiver.
1Similarly to the traditional concept of angle-diversity receiver, more than L photodetector can be considered for providing
diversity or improving the FOV.
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R0 ( kt) Tl ('kt(m)) gl ('kt(m)) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
where ⇢ denotes the responsivity coefficient and A is the physical area of the photodetector. For
the preset mode m, Tl ('kt(m)) is the gain of the optical filter, gl ('kl(m)) is the gain of the optical
concentrator and r is the coefficient of the photodetector receiver associated to the field-of-view





co m ( ) (4)
where m is the order of Lambertian emission. The order m is related to the transmitter semiangle
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detector receives []. How ere, to the best of our knowledge, this kind of receiver has never proposed
for achieving multiplexing in absence of CSIT in VLC systems.
Inspired by the concept of RF reconfigurable antennas we introudce the use of reconfigurable
photodetector that provide a set of channel responses linearly independent among them. For the
considered system model let us assume receivers equipped with at least L photodetectors that
provide distinct and linearly independent responses1, i.e., equal to the number of LED transmitters.
Therefore, each user can select the signal received at each of the considered photodetectors.
In contrast to the RF reconfigurable antennas, which provides L preset modes with an unique
RF chain, the proposed reconfigurable photodetector provides L outputs selecting the desired
sample at time t. Notice that this approach results economically affordable due to the low cost of
the receiver elements while reducing the complexity of the VLC system regarding the CSIT-based









































where h[k]l (m) is the channel response between the LED bulb l and user k at preset mode m
given by (2). As is discussed in several works such as [][] the use of multiple transmitter with the
aim of achieving multiplexing gain requires linear independence between the channel response of
each photodiode or preset mode in this particular case. Therefore, assuming that the LED bulbs
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R0 ( kt) Tl ('kt(m)) gl ('kt(m)) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
where ⇢ denotes the responsivity coefficient and A is the physical area of the photodetector. For
the preset mode m, Tl ('kt(m)) is the gain of the optical filter, gl ('kl(m)) is the gain of the optical
concentrator and r is the coefficient of the photodetector receiver associated to the field-of-view
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R0 ( kt) Tl ('kt(m)) gl ('kt(m)) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'k (2)  kt(1)  kt(2) (3)
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where h[k]l (m) is the channel response between the LED bulb l and user k at preset mode m
given by (2). As is discussed in several works such as [][] the use of multiple transmitter with the
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Fig. 4. Geometry of the irradiance and inci-













Fig. 5. Normal vectors of the
pyramidal photodetector.
3.2. Chann l
Each photodiode r ceives the optical signal pr pagat d from each LED transmitter. According
to other works, w as ume that th pro ortion f LOS is more that 95% of the light collected
by the phot detector of each receiv r [2]. Th ref re, the effects of the light reflection on walls,
ceil, a d floor are con id red neglectable. The Euclidian distance between the user k and the
LED transmitter t is d n ted by dkt and the angle f irradiance and the angle of incidence are
d noted as  kt and 'k , respectively, as is shown in Fig. 4. Since only the LOS component is
co sid r d, the chann l between the LED transmitter t and the user k at preset mode ⌫, defined







R0 ( kt) Tl ('kt(⌫)) gl ('kt(⌫)) cos
r ('kt(⌫)) if 0  'kt(m)   c
0 if ✓   c
(2)
w ere ⇢ d notes the res onsivi y coefficient and A is the physical area of the photodetector. For
the preset mode ⌫, Tl ('kt(⌫)) is the gain of the optical filter, gl ('kl(⌫)) is the gain of the optical
concentrator and r is the coefficient of the photodetector receiver associated to the field-of-view






where m is the order of Lambertian emission. The order m is related to the transmitter semiangle
 1/2 by m =   ln 2ln(cos( 1/2)) .
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'kt(1) 'kt(2)  kt(1)  kt(2) (3)
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where m is the order of Lambertian emission. The order m is related to the transmitt r semiangle
 1/2 by m =   ln 2l (cos( 1/2)) .
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angle diversity receiver utilizing multiple receiver ele ents oriented in different directions has been
widely proposed or providi g optical gain and wide FOV simultaneously. Several schemes such
as maximum-likehood combining or maximum ratio combining have been proposed for ultiple
detector receiv s []. How ere, to the best of our knowledge, thi kind of receiver has never proposed
for achieving multiplexing in absence of CSIT in VLC systems.
Inspired by the concept of RF reconfigurable antennas we introudce the use of reconfigurable
photodetector that provid a set of channel respon e linearly independ nt am ng them. For the
considered system model let us assume receivers equipped with at least L photodetectors that
provide distinct and li early indep dent r spon es1, i.e., equal t umber of LED trans itters.
Therefore, each user can select the signal received at each of the considered photodetectors.
In contrast t the RF reconfigurable antennas, which provides L pr set modes with an unique
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where h[k]l (m) is the channel response between the LED bulb l and user k at preset mode m
given by (2). As is discussed in several works such as [][] the use of multiple transmitter with the
ai of achieving multiplexing gain requires lin ar independence betw en the channel response of
each photodiode or preset mode in this particular case. Therefore, assuming that the LED bulbs
of the transmitter are spatially distributed we only need to ensure that each photodiode provides
distinct channel responses regarding the incidence angle ' to guarantee the linear independence
of the channel matrix (4). In the following we describe two methodologies to design the preset
ode of the proposed receiver.
1Similarly to the traditional concept of angle- iversity receiver, more than L photodetector c n be considered for providing
diversity or improving the FOV.
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the preset mode m, Tl ('kt(m)) is the gain of the optical filter, gl ('kl(m)) is the gain of the optical
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where h[k]l ( ) is the chan el response b tween the LED bulb l and user k at pr set mode m
given by (2). A is di cussed in s v ral works such as [][] the use of multiple transmitt r with the
aim of achieving multiplexing gain requires linear independ nce between the chann l response of
each photodiode or preset ode in this particular case. Therefore, assuming that the LED bulbs
of the transmitt r are spatially distribut d we only need to ensure that each photodiode provides
distinct channel responses regarding the incid nce angle ' to gu rantee the lin ar independ nce
of the channel matrix (4). In the following we describe two methodologies to design the preset
mode of th propose receiv r.
1Similarly to the traditional concept of angle-diversity receiver, more than L photodetect r can be considered for providing
divers ty or improving the FOV.
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where h[k]l (m) is the c annel response between th LED bulb l and user k at preset mode m
given by (2). As is discussed in several works suc as [][] th use of multiple transmitter with the
aim of achi ving multiplexi g gain requires linear indep n ence between the channel response of
eac ph t diode or preset mode in this particular case. Therefore, assuming that the LED bulbs
of the transmitter are spatially distributed we nly need to nsure that each photodiode provides
distinct channel responses regarding the incidence angle ' to guarantee the linear independence
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mode of the proposed receiver.
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Fig. 4. Geometry of the irradiance and inci-













Fig. 5. Normal vectors of the
pyramidal photodetector.
3.2. Chann l
Each photodiod r ceives the optical signal pr pagat d from each LED transmitter. According
to other works, w s ume that th pro ortion f LOS i mor that 95% of the light collected
by the phot detector of e ch receiv r [2]. Th r f re, the effects of the light reflection on walls,
ceil, a d floor are c n id red n glectable. The Euclidia distance between the user k and the
LED ransmitt r t is d n ted by dkt and the angle f irradiance and the angle of inci nce are
d noted as  kt and 'k , respectively, as is shown in Fig. 4. Since only the LOS component is
co sid r d, the chann l between the LED transmi ter t and the user k at preset mode ⌫, defined







R0 ( kt) Tl ('kt(⌫)) gl ('kt(⌫)) cos
r ('kt(⌫)) if 0  'kt(m)   c
0 if ✓   c
(2)
w ere ⇢ d notes the res onsivi y coefficient and A is the physical area of the photodetector. For
the preset mode ⌫, Tl ('kt(⌫)) i the gain of the optical filter, gl ('kl(⌫)) is the gain of the optical
concentrator and r is the coefficient of the photodetector receiver associated to the field-of-view






wh re m is the order of Lamb rtian emission. The order m is related to the transmitter semiangle
 1/2 by m =   ln 2ln(cos( 1/2)) .
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each LED transmitter, the design of the filters and concentrator aims to provide distinct and linear
independent responses for the same angle of incidence 'kl(m).
A generic non-imaging filter photodetector is as shown in Fig. X. It is composed of a filter either
plane or semihespherical. For plane filters [21] the optical gain is given by








where T0 corresponds to the peak transmission,  0 is the wavelength of the transmitted signal,   2
is the spectral half-power bandwidth and  ('; '̂) represents the shifting to shorter wavelengths





, where ns and n1 are the
effective index of the spacer layer and input layer, respectively, and '̂ is the filter orientation.
Notice that the parameters ns, m, and T0 can be handled to obtain different channel responses.
However, in order to obtain a trade-off between photodetector gain and FOV, hemispherical
filters as is shown i Fig. X are idely proposed in VLC systems. An idealized concentrator [51]





if 0  '   c
0 if ✓   c.
(7)
It can be seen that as the FOV is reduced, the gain within the FOV is increased. In this sense,
the user of compound par bolic co centrators (CPC) as is shwon in Fig X achieves much higher
gains at expenses f a narrower FOV. However, its utilization in practical VLC systems can be
controversial due to the size of CPC and the direct link requierements for norrow FOVs.
In this sense, there exist a vast literature of filter structures, e.g., planar spherical, coated, etc.,
that provides distinct and linearly independent responses for the same angle of incidence.
3.3.2. Ge m trical angle rec iver design
The orientation of each photodiode of the reconfigurable p otodetector can be employed for
creating an angle diversity receiver where each orientation vector corresponds to a preset mode
as is shown in Fig. X. h refore, varying the angle f incid nce it is possible to obtain linearly in-
depen ent responses for the same angle of irradiance (see (2)), i.e., for the same LED transmitter.
A suming that th p otodio e ⌫ f the reconfigurable photodetector of user k obtains distinct polar
and azimuthal angles n the x-y planed denot d as ✓k(⌫) and ↵k(⌫), respectively, the orientation
angle of the photo iod ⌫ is given by
n̂k(⌫) =
⇥
sin (✓k(⌫)) cos (↵k(⌫)) sin (✓k(⌫)) sin (↵k(⌫)) cos (✓k(⌫))
⇤
(8)













respectively, where n̂t is the normal vector of the LED transmitter t and v
[k]
⌫,t is the vector from
the LED transmitter t and the photodiode ⌫ of the user k.
Following the receiver design in [16], we consider a angle dirversity receiver where the photo-
diodes are poi ting to differ nt direction such as the triangle faces of a pyramid2 as is shown in
Fig.X. For a pyramid receiver, the photodiodes are allocated in a circle of radius r on the horizontal
2This condition does not involve a pyramidal shape of the receiver.
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Thus, the irradiance and the incidence angle can be easily determined by
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⌫,t is the vector from
the LED transmitter t and the photodio ⌫ of the user k.
Following the rec iver esign i [16], we consider a angl dirversity receiver where the photo-
diodes are pointing to ifferent irection such as the triangle faces of a pyramid2 as is shown in
Fig.X. For a pyramid receiver, the photodiodes are allocated in a circle of radius r on the horizontal
2This condition does not involve a pyramidal shape of the receiver.
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⌫,t is the vector fr m
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Following the receive design in [16], we consider a gl dirv rsity receiver wher the p oto-
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Fig. 2. Geometry of th irradiance and incidence angles for the transmitter-
re eiver pair.







LOS,t(ν) + ηdiff e
− f1.44fm . (7)
C. Receiver
We introduce th concep of reconfigurabl pho odetector
inspired by the reconfigurable ant nnas for RF systems [15].
Basically, a reconfigurable photodetector prov des a set of
linearly independent channel responses. Similarly to the angle-
diversity receivers [19], we consider a receiver equip ed with
multiple photodiodes for achieving multiplexing gain without
CSIT.
Let us assume receivers equipped with at least L photodi-
odes2 where each user selects the signal from a photodiode
of the whole set of L photodiodes at each time slot as a
preset mode. In contrast to the RF reconfigurable antennas,
which provide L preset modes connected to a unique RF chain,
the proposed reconfigurable photodetector provides L outputs
connected to a unique signal processing chain as is shown
in Fig. 4. Similarly to other works, e.g., [25], we consider
a dedicated area for allocation of the L photodiodes in the
layout of each receiver. Specifically, we consider a volume of
dimensions 18.5 mm×18.5 mm×9.25 mm for the photodiodes
section assuming photodiodes with an area of detection equals
to 15 mm2. Each photodiode is connected to a transimpedance
amplifier (TIA). Currently, there exist several architectures
for signal detection that obtain great performance for VLC
requirements of data rate comprising a small size [26]. More-
over, these components of the reconfigurable photodetector
results economically affordable. In this sense, notice that the
complexity of the signal detection of the L photodiodes is
similar to other multichannel receivers.
Considering L LED transmitters and a reconfigurable pho-
todetector providing L preset modes we can define the channel










































2More than L photodiodes could be considered for providing diversity or
improving the FOV.
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sample a time t. Notice that t is appro h r sults con mic lly affordable due o l w cost of
the receiver el m nts whil reducing the complexity of th V C system r garding the CSIT-based










































where [k]l (m) is th c annel respo se be w n the LED bulb l an t pr set ode m
given by (2). As is di cus i several works such as [] ] th use of multiple transmitter with t
aim of achieving mult pl x requires li ear indep d ce betw en th chann l response of
each photodiode r prese mode in thi particula case. Therefore, ass ming hat t e LED bulbs
of the tran mi ter are spatially distribut d we nly ne d to ensure that each h todiode provides
distinct channel respons s r garding the incidence angle ' to guarant e th li ear independence
of the cha n l matrix (4). In th following we des ri e tw meth dolo ies to design the preset
mode of the proposed rec iver.
1Similarly to the traditional concept of angle-diversity receiver, more than L photodetector can be consi ered for providing
diversity or improving th FOV.
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R0  kt) Tl ('kt( ) gl ('kt(m)) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
where ⇢ d notes the responsivi y coefficient and A is the physical area of he phot detector. For
the preset mode m, Tl ('kt(m)) is the ga n of the optical filter, gl ('kl(m)) is the ga n of the optical
co centrator and r is he coefficien of he photodet ctor re eiver associate to the field-of-view





c m  ) (4)
where m is the order of Lambertian emission. The ord r m is related to he transmitt r semiangle
 1/2 by m =   ln 2ln( os( 1/2)) .
3.3. Receiver
In this work, w consid r rec iv rs composed of sev r l photod t ctors in or r to provide the
multiplexing gain given by t e MIMO channel formed by a VLC system. Typically, the use of
angle d sity receiver utilizing multipl receiver lements ri t d in different dir ctions h s been
widely propos d or providing optical gain and wide FOV i ultan ously. Sev ral schemes such
as maximum-likehood co bining or maximum ratio combining have b en proposed for multiple
det ctor receives []. How re, to the b st f our knowle ge, this kin of receiver has n ver propos d
f a h eving multipl xing in absence of CSIT in VLC syste s.
In pired by th concept of RF r co figur ble anten as we introudce the use of r configurable
photodetector that pr vide a set of channel responses linearly indepen e t am ng them. For the
considered syst m model let us assum receivers equ pp d wi h at le L pho odet ctors that
provide distin t and linearly inde e d nt responses1, i. ., equal to th number of LED tra smitters.
Therefore, ach us r can select th sign l r ceiv d at ach of the c nsi r d phot et ct rs.
In contrast to he RF r figur ble ant n a , which ovid s L prese mo with an unique
RF cha n, the pr posed r confi urable ph t d t ctor pr vid s L utputs lect ng the desired
sampl at time t. Notice that t is ap roa h re ults co o ically affordabl d e t the low c st of
the receiver e m nts whil reducing the omplexity of the VLC system regardi g the CSIT-based









































where h[k]l (m) is th channel respo se between the LED bulb l nd user k at preset mode m
given by (2). As is di cussed in several works such as [][] t e use of multiple trans itter with the
a m of achieving multipl xing gai requir s li ar independ ce b tween the c annel respon e of
each photodiod r preset mode in this particular cas . Therefore, ssuming that th LED bulbs
of he t an mi ter are spatially dist ibut d w o ly ne d to nsure that ach hotodiode provides
distinct chan el s onses regar ing the i cid nc angle ' to gu r tee the li ar independence
of the channel matrix (4). In the following we describe two metho olo ies to design t e pr set
mode of the pr pos d rec v .
1Similarly to the traditional co c pt of ngle-diversity r ceiver, m re than L photodetector can be considered for providing
diversity or improving the FOV.
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R0 ( kt T gl ('kt(m)) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
wh re ⇢ denotes the respons ity coeffici nt and A is the physical ar a of the ph todetect r. For
the preset mode , Tl ('kt(m)) is gain of th optical filter, gl ('kl(m)) i gain of the optical
conc ntrator and r is the coefficient f the photodetector r eiv r ass ciat t th field-of-view






where m is the ord r of La bertian emission. Th ord r m is r lated to he tra smitt r semiangle
 1/2 by m =   l 2ln(cos( 1/2)) .
.3. Receiver
In this work, w onsider receivers composed of sev ral photodet ctor in rder to provide th
mult plexing gain given by the MIMO ch nnel f r ed b a VLC system. Typically, the use f
angl diver ity recei er utilizing multiple rec iver elements ori nted in different directio s has been
widely proposed or ro iding optical gain and wid FOV imult n usly. Sev ral s emes such
as aximum-likehood co bi ing or m ximum ratio combini g hav b en propo d for multiple
det ctor receiv s []. How ere, to the b t f o r knowl dg , his kind of r ceiver has v p oposed
for achi ving multipl xin i abs nce of SIT in VLC sy t ms.
Inspir d by he conc pt f RF reco figurable antennas we i troudce the us of reconfigurable
ot d t ctor that provide a s t of cha l r spon es lin arly i depend t among t m. For the
considered syst m m del let us assu e re eivers quipp d with at least L photodetect rs that
provide stinct a lin arly indep nde t resp 1, i.e., eq al to the umber of LED ransmitt rs.
Therefor , e ch user can elect the signal r ceived at each of the considered photodetectors.
In contrast to the RF reconfigurable antennas, which provide L prese mod s with an unique
RF chain, the pr pose r configurabl photod t ctor provid L ou pu s s lecting the desired
sample a time t. Notice that this pproach r sults econ mically affordabl due t he low cost of
the receiver elem nts while reducing the compl xity of th VLC system r garding th CSIT-based








































where [k]l ( ) is the hannel respons betwe n the LED bulb l a d user at pr s t mo e m
given by (2). A is di cussed in s veral works such as [][] the u of multiple tran mitter with the
aim of achie ing multipl xing gai require linear independ ce between th channel response of
each photodiode reset o e in this particular cas . Therefore, assuming that t e LED bulbs
of he tran mitter are spatially distributed we nly ne d to ensure that each ph to iode provides
distinct channel spons s r garding the i cidence angl ' to guarantee th linear ind pendence
of the channel matrix (4). In the following we describe tw m th dologies to d sign the preset
mo e f the ropos d receiver.
1Similarly to the traditional concept of angl -diversity receiver, more than L phot detector can b cons ered f r provi ing
diversity or improving the FOV.
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R0 ( kt T gl ('kt(m)) co
r ('kt( )) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'k (2)  kt(1)  kt(2) (3)
wh re ⇢ denotes th responsivity coefficient and A is the physical ar a of t e photod tector. Fo
the preset mode , Tl ('kt(m)) is gain of t optical filter, gl ('kl(m)) is gain of the optical
concentrator and r is the coefficient f the ph todetector re eiv r associat t th fi ld-of-view






where m is the ord r of La bertian emission. The order m is r la ed to he transmitt r semiangle
 1/2 by m =   ln 2ln(cos( 1/2)) .
3.3. Receiver
I this work, we onsid r r ceivers compos d f s v ral photodetectors in rder to provide the
mult plexing g i given by the MIMO chann l formed b a VLC syst m. Typically, the use of
angl diversity receiver utilizi g ultiple r c iver e ts ori nted in iff rent directio s has been
widely propos d or roviding optical gain nd wide FOV simultan usly. Sev ral s emes such
as maximum-likeho d co bining or maximu ratio combining have b n prop sed for multiple
det ctor receives []. How re, to the b st of our knowledge, this ki d of rec iver as n ver pro d
for achi ving multi lex g in abs nce of SIT in V C y tems.
I spire y h conc pt of RF reconfigurabl antennas we introudc the u e of reconfigurable
photod t ctor that prov de a s t of an el r pon lin arly ind pe de t am ng them. For the
on ide ed syst m model let us sume receiv rs q i p w th at least L photodetectors that
provid d stin t a lin rly independe t responses1, i.e., eq al to the number of LED transmitter .
Therefor , e h us r can elect the ignal r ceiv d at each of the consid red photodetectors.
In contrast to the RF reconfig rabl antennas, whic provides L prese modes with an unique
RF chain, he pr posed r configurabl photodet ctor provide L ou uts selecting the desired
sample a ti e t. Notice tha this approach results econ mically fford bl due t he low cost of
the receiver elem nts while reducing the complexity of th VLC syst m r garding th CSIT-based








































where [k]l (m) is the channel response between the LED bulb l and user k at preset mode m
give by (2). As is di uss d i s veral works such as [][] th us of multiple transmitter with the
im f achi ving multipl xing gai requires linea i d p nd c b tween th channel response of
each photodiod r pres t mode in this particular cas . Ther fore, assuming that the LED bulbs
of tran mitt r a e spatially distributed w nly n d to nsu that each ph to iode provides
distinct channel sponses r garding the i cidence angle ' to gu rantee th linear independence
of the channel matrix (4). In the following we describe tw meth dologi s t design the preset
mode f the proposed receiver.
1Similarly to the traditional concept of angl -diversity receiver, more than L photodetector can be cons ered for providing
diversity or improving the FOV.
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Fig. 4. Geometry of th irrad ance and inci-













Fig. 5. N mal vectors of the
pyramid l photodetector.
3.2. C ann l
E ch ph todio e r ceives the optical signal pr pagat d from each LED t ansmitter. According
to oth r work , w as um th t th pr rtion f LOS is more hat 95% of the light collected
by th ph t t ctor of ach receiv r [2]. Th r f r , t e effect of the light reflection on walls,
ceil, a d fl or ar con id red n gl table. The Euclidian dis nc betwe n the user k and the
LED t ans itt r i d n t by dkt nd the a gl f irr iance and the angl of incidence are
d noted as   t a d 'k , r p ct vely, as is s own i Fig. 4. Sinc only the LOS component is
co sid r d, th ch l betw n he LED ansmitter t an t us r k at pr set mod ⌫, defined







R0 ( kt) Tl ('kt(⌫)) gl ('kt(⌫)) cos
r ('kt(⌫)) if 0  'kt(m)   c
0 if ✓   c
(2)
w r ⇢ d otes the res nsi y coeffici n and A i th physical area f th ph todetector. For
th pr set mode ⌫, Tl ('kt(⌫)) is the gain of the optical filter, gl ('kl(⌫)) is the gain of the optical
c nc ntrator and r is th coefficient f h ph todet ctor r ceiver associated to the field-of-view






wher is the order of Lambertian e ission. The order m is related to the t ans itter semiangle
 1/2 b m =   ln 2l (cos( 1/2)) .
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R0 ( kt) Tl ('kt(m)) gl cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
where ⇢ den tes the responsivity coefficient and A is the physical area of the ph todetector. For
th pres t mode m, Tl 'kt(m) is th gain of the p ical filt r, gl ('kl(m)) i the gain of th optical
concentrator and r is he c fficie t of the photod t ct r receiver associated to the fi ld-of-vi w






where m is the order of Lamb rtian emissi n. Th order m is related to the tra mitt r semiangle
 1/2 by m =   ln 2l (cos( 1/2)) .
3.3. Receiver
In this work, we consider receivers composed f sev ral photodet c rs in rd r to provide the
multiplexi g gain give by the MIMO channel form d by a VLC system. Typic lly, t use of
angle divers ty rec iver utilizi g multipl receiver l ents ori ed in different dir ctions has een
wi ely posed or providi g optical gain and wide FO simultaneously. S veral schemes such
as maximum-likehood co bining or maxi u ratio combining have been propos d for ultiple
d tector rec iv s []. H w e e, to the best of our knowl dge, thi ki of r c iv r ha never proposed
for achieving multiplexing in abse ce of CSIT in VLC systems.
Inspired by th con ept of RF reconfigurabl a tennas we introudce the use of reconfigur bl
ph to e ector that pr vid a s t of channel re pon es li arly independ nt am ng them. For the
consid re sys em model let us assume rec ivers equipped with a least L photodetectors that
provi e distinct a d li early indep dent r spon es1, i. ., equal t umb r of LED trans itters.
T erefore, ach user ca select the signal received at each of the c nsidered photodetectors.
In contrast t the RF reconfigurable antennas, w ich pr vides L pr set modes with an unique
RF chai , th propos d reco figurable photodet ctor provid L outputs sel cting the desired
sampl at tim t. Notice t at this approach esult eco omically aff rdab e u to the l w st of
the r c iver lem nts whil r d cing the complexity of the VLC system regar ing the CSIT-based








































where h[k]l (m) is the chann l respons between th LED bulb l and u er k at preset mode
give by (2). As is di cussed in several works such as [][] t e use of ultiple ransmitter wi h the
ai of achieving multiplexi g gain equires lin ar ind pendenc betw n the channel response of
each photodiode or preset mode in this particular cas . Therefore, as uming that the LED bulbs
of the transmitter are spatially distribut d we o ly need o ensure tha ach ph todiod provides
tinct chan el responses regarding the incidence ngle ' o guar ntee th lin ar ind pendence
of the channel matrix (4). I th follow ng e describe two m thodologies to design the preset
de of th proposed receiver.
1Similarly t th traditional concept f angl - ive sity receiver, more than L photodetector c n be consider d for providing
diversity or i proving the FOV.
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R0 ( kt) Tl ('kt(m)) gl cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
where ⇢ denotes he responsivity coefficient and A is th physical are of the ph todetector. For
the preset mode m, Tl ('kt(m)) is the gain of the optical filter, gl ('kl(m)) is the gain of the optic l
concentrator and r is the coefficient of the photod tector rec iver ass ci ted to the field-of-vi w





co m ( ) (4)
wher m is the order of Lambertian emission. Th order m is related o the transmitter semiangle
 1/2 by m =   ln 2ln(cos( 1/2)) .
3.3. Receiver
In this work, we con ider r c iv rs c mposed f s v ral phot d t ct rs in order to provide the
ul iplexing ain give by the MIMO channel formed by a system. Typically, the use of
angl div rsity receiver util zing multipl r eiver el ents ori ed in diff rent directio s has be n
widely proposed or provid g optical gain and wide FOV simultaneously. S veral sc emes such
as maximu -likehood combining or m xi um ratio combining have been propos d for multiple
d tector re ives []. How ere, to the best of our knowled e, th s ki of receive ha nev r prop s d
for achieving multiplexing in abs ce f CSIT in VLC systems.
Inspired by the con ept of RF reconfigurabl ante nas w introudc the us of rec nfigur bl
p o odetector tha provide a s t of channel respo s li arly ind p ndent among th m. For the
considered sy tem model let u assume re ivers quipped with at least L phot detectors that
rovide disti ct an li arly i pend nt res nses1, i. ., equal t the number of LED transmitt rs.
T erefor , each us r can select the sig al received at each of the c nsider d p ot tectors.
In c ntrast t the RF reconfigurable ante as, which provid s L preset modes with an unique
F chain, th proposed r configurabl p oto tector provi L outputs selecting the desired
sample at time . Notice that thi appro ch ults ec nomically ff rdabl due to the low cost of
the receiv r lement while r ducin the complexity of the VLC system r garding th CSIT-based








































wh re h[k]l (m) is the channel resp ns between the LED bulb l and us r k at preset mode m
given by (2). As is discussed in several works such as [][] t e use of ultiple ransmitter with the
aim of achieving multiplexing gain equires linear indep ndence between the channel response of
each photodiode or preset mode in this particular case. Therefore, assuming that the LED bulbs
of the tra m tter spatially dis ributed we o ly n ed to ensure that each photodiode pr vides
distinct ch l responses regarding the incid n e ngle ' to guar tee th linear independence
of the channel matrix (4). In th following describe two m thodologies to design th preset
mode of he roposed rec iver.
1Similarly t th traditional concept of angl -diversi y receiv r, more than L photodetector can be consid r d for providing
d v rsity or improving th FOV.
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R0 ( kt) Tl ('kt(m)) gl ('kt( )) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'kt(2)  kt(1)  kt(2) (3)
where ⇢ den tes the responsivit coefficient and A is the physical area of the photodetector. For
th preset mode m, Tl ('kt(m)) is the gain of the optical filter, gl ('kl(m)) is the gain of the optical
concentrator and r s the co fficient of the photodetector receiver associated to the field-of-view






wher m i the rder of Lamb rtian missi n. The order m is r l ted to the transmitter se i ngle
 1/2 by m =   ln 2l (cos( 1/2)) .
3.3. Receiver
In this work, we consider receivers composed f s v ral photodet ctors in order to provide the
multipl xi g gain give by th MIMO ch nn l formed by V C syste . Typically, the use of
angl iv rsity receiv utilizing m ltiple r ceiver leme ts rient in d ffer nt dir c ion has b n
wi ly posed r providing optical gain and wid FOV simultaneously. Several schemes uch
a aximum-likehood comb ning or maxi um r tio com ini g hav been propos d f r multiple
d tecto r c iv s []. How re, t h b t f our kn wl dge, his kind of c iver h ever p oposed
for achi vi multiplexing in absence of CSIT in VLC syst ms.
Inspired by the concept of RF reco figurable a ennas w introudce the se of reconfigurable
p todet t r that provide a set of channel r sponses inearly i depen nt amon th . Fo the
consider sy tem model let u assum r c iv s quipped wit at l st L photodetect r that
provi e distinct and linearly independent r ponses1, i. q al t e numb r of LED transmitt rs.
T erefo e, eac user can select the signal re eiv d a each of th c nsidered photodetectors.
In contrast t the RF reconfigurable antennas, which provides L preset modes with an unique
RF c ain, th propos d reconfigurable phot detector provide L outp ts selecting the desired
sample at tim t N tice th t this approach results economically aff rdable due to the low cost of
the r c iver elements whil reducing the complexity of the VLC system reg rding the CSIT-bas d
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wh re h[k]l ( ) is the ch el response b tw en the LED bulb l an user k at pr set mode m
giv n by (2). A s i cussed in v ral works such a [][] the use of ul iple transmitt r with the
aim of achieving multiplex ng g i requir s lin ar ind pendenc betwe n the chann l response of
each photodiode or preset ode in this particular case. Therefore, assuming that the LED bulbs
of the transmitt r are spatially distribut d we o ly n ed to ensure that each photodiode provides
distinct channel responses regardi g the incid n e ngle ' to g rantee the lin ar independ nce
of the channel matrix (4). In th foll win we describe two methodologies to design the preset
m de of th propose receiv r.
1Sim larly to the traditional concep of angle-diversity receiver, more than L photodetect can be considered for providing
divers ty or improving the FOV.
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R0 ( kt) Tl ('kt(m)) gl ('kt( )) cos
r ('kt(m)) if 0  'kt(m)   c
0 if ✓   c
(2)
'kt(1) 'k (2)  kt(1)  kt(2) (3)
where ⇢ den tes the r ponsivity coefficient and A is the physical area of the photodetector. For
th pr s t mode m, Tl ('kt(m)) is the gain of the optical filter, gl ('kl(m)) is the gain of the optical
concentrator and r s the co fficient of the photodetector receiver associated to the field-of-view






where m is the order of Lambertian mission. The order m is rel ted to the transmitter semiangle
 1/2 by m =   l 2ln(cos( 1/2)) .
3.3. R i r
I this work, we co si er receivers compos d f sev ral photodet ctors i rder to provide he
ultiplexi g gain given by th MIMO channel f rmed by a VLC syst m. Typically, the us of
angle iv rsity r c iv r utilizing multiple r ceiver leme ts ri nte in d ff rent dir ctions has been
wi ely o e r providi g optical gain and wide FOV simultaneously. S veral schemes such
as maximum-likeho d c mb ning or axi um ratio c m ini g hav been prop s d for multiple
d t tor r c ives []. How ere, t the be t of our kn wle g , is kin of c iver has never proposed
for achi vi multiplexi g in abs c f CSIT in VLC syst ms.
Inspired by th concept of RF r configurable a ennas we introudce the u e of reconfigurable
photod tector that provid a set of ann l r pons linearly indepe d t among them. For the
co sidere sys em model l t us as u r ceiv rs eq ipp w th at l ast L photodet ctors that
pr vide distinct an lin arly indep nde t r sponse 1, i.e., qual t the number of LED transmitters.
Th refo e, ach user c n select t e signal re eiv d at ach of the c nsi red photodete tors.
I contrast t th RF reconfigurable ant nna , which provides L reset modes with an uniqu
RF chain, th proposed rec nfigurable photod tector provide L outputs se ecting the desired
sample at time t. Notice th t this approach results economically aff rdable due to the low cost of
the r ceiver eleme ts whil reducing the complexity of th VLC system r garding the CSIT-based








































where h[k]l (m) is the c annel response between th LED bulb l and user k at preset mode m
give by (2). As s dis ussed in everal works suc as [][] th use of ul iple transmitter with the
aim of achi ving multiplex g g in requires lin ar ind p n enc betwe n the channel response of
eac ph t diode or preset m e in this particular cas . Ther fore, assuming that the LED bulbs
of the transmitt r are spatially distribut d we ly n ed t nsure that each photodiode provides
distinct chan el responses regardi g the incidence ngle ' to guarante the lin ar independence
of he hann l matrix (4). In th f llowing w scri two m th dol gies to design the preset
m de of th proposed receiver.
1Si l rly to the traditional concep of an le-diversity receiv r, m re than L photodetect ca be considered for providing
diversity or improving the FOV.
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Fig. 4. Geome ry of the irradiance and inci-













Fig. 5. Normal v ctors of the
pyramidal photod tector.
3.2. Chann l
Each photodio r c ive th optical signal pr pagat d from each LED transmitter. According
to other works, w ume t at h p o o tion f LOS i mor that 95% of th light collected
by th phot d tecto f e ch rec iv r [2]. r re, the effects of th l ght reflection on walls,
c il, a d floor a c n id red n gl table. The Euclidia distance between the user k and the
LED ransmitt r t is d n ted by dkt and th angle f irradiance and the angle of inci ence are
d noted s  kt and 'k , s ectively, as is shown in Fig. 4. Since only the LOS component is
c sid r d, th cha n l between the LED tra smi t r t and the user k at preset mode ⌫, defined
as DC gain [17], is giv n by
h
[k]




R0 ( kt T gl ('kt(⌫)) cos
r ('kt(⌫)) if 0 'kt(m)   c
0 if ✓   c
(2)
w re ⇢ d notes he res onsivi y co ffici nt and A is the physical area f th photodetector. For
the pre et mode ⌫, Tl ('kt(⌫)) i the g in of the optical filter, gl ('kl(⌫)) is the gain of the optical
concentrator and r is th coefficient of th photod t ctor receiver ssociated t the field-of-view
(FOV) angle  c [20]. Moreov r, in (2) R0 ( kl) denotes th La rtian radiation intensity, which





w re m is the order of La b rtian emission. The order m is related to th transmitter semiangle
 1/2 by m =   ln 2ln(cos( 1/2)) .
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each LED transmitter, the d ign of the filte s and concentrator aims to provide distinct and linear
independent respons s for the same angle of incidence 'kl(m).
A ge eric non-imaging filter photodetector is as hown in Fig. X. It is composed of a filter either
plane or semihesph rical. For plane filters [21] the optical gain is given by








where T0 corr sponds to the peak transmission,  0 is the wav length of the transmitted signal,   2
is the sp ctr l half-pow r bandwidth and  ('; '̂) represents t shifting to shorter wavelengths





, where ns and n1 are the
ef ective ind x of the spacer layer and input la er, respectively, and '̂ is the filter orientation.
Notice that the parameters ns, m, and T0 can be handled to obt in diff rent channel responses.
H wever, in order to btain a trade-off b ween photodetector gain and FOV, hemispherical
filters as is shown Fig. X are id ly propos d i VLC sy tems. An ide lized concentrator [51]





if 0  '   c
0 if ✓   c.
(7)
I can be seen that as the FOV is reduced, the gain within the FOV is increased. In this sense,
the user of compou d pa bolic co centrators (CPC) as is sh on in Fig X achieves much higher
gains at expens s f a narrow r FOV. However, its util z tion in practical VLC systems can be
contr v r ial du to the size of CPC and t e di ct link requier ments for norrow FOVs.
In this sense, there exist a vas literature of filter structu es, e.g., plan r sph rical, coated, etc.,
that provi es di tinct and lin arly independent respons s for the same angle of incidence.
3.3.2. Ge m trical angle rec iver design
The orientati n of each p otodi de of th rec nfigurable p todete tor can b employed for
cre ing an angle div rsity r ceiver where each rientation vector corresponds to a preset mode
as is shown in Fig. X. h refor , va ying th angle f incid nce it is possible to obtain linearly in-
depen ent r sponses for the same angle of irradiance (see (2)), i.e., for the am LED transmitter.
A suming that th p ot di ⌫ f th reconfigurable photodetec or of u er k obt ins distinct polar
d az mu al angles the x-y planed denot d s ✓k(⌫) and ↵k(⌫), resp c ively, the orientation
a gle of the photo iod ⌫ is given by
n̂k(⌫) =
⇥
sin (✓k(⌫)) cos (↵k(⌫)) sin (✓k(⌫)) in (↵k(⌫)) cos (✓k(⌫))
⇤
(8)













r spectively, whe e n̂t is the normal vector of the LED transmitter t and v
[k]
⌫,t is the vector from
the LED transmitter t and the photodiode ⌫ of the user k.
Following the receiver d sign in [16], we consid r a angl di versity receiver where the photo-
d od s ar poi ting to differ nt direction such as the tri ngle faces of a pyramid2 as is shown in
Fig.X. For a pyramid receiver, the pho odiodes are allocated in a ci cle of radius r on the horizontal
2This condition does not involve a pyramidal shape of th r ceiver.
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e ch LED transmi t r, the de ig of the filters and concentrator aims to provide distinct and linear
indep ndent r sp nses for the sam angle of incidence 'kl(m).
A g ric on-imagin fil er photodetector is s sho n in Fi . X. It is composed of a filter either
plan or semihespheric l. For plane fil er [21] the optical gain is given by
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filters as is shown in Fig. X ar w dely proposed in VLC syst ms. An ide lized concentrator [51]
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co trov ial du t t e siz o CPC and the direct link requi ements for norrow FOVs.
In this ens , ther exist a vast literature of filter structures, .g., plan r spherical, coated, etc.,
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and azimuthal ang es on the x-y planed denoted as ✓k(⌫) and ↵k(⌫), respectively, the orientation
a gl of the ph to iod ⌫ is iven by
n̂k(⌫) =
⇥
in (✓k(⌫)) cos ↵k(⌫)) sin (✓k(⌫)) sin (↵k(⌫)) cos (✓k(⌫))
⇤
(8)
Thus, the irradiance and the incidence ngle can be asily determined by
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e ch LED transmitter, the d sign of the filters and concentrator aims to provide istinct and linear
i dependent responses for the same angle of incidence 'kl(m).
A generic non-imaging filter photodetect r is as shown in Fig. X. It is composed of a filter either
plane or semih spherical. For plane filt rs [21] the optical gain is given by
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the LED transmi ter t and the photodiode ⌫ of the user k.
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each LED ransmitt r, the design of the filters and concentrator aims to provide distinct nd linear
indep nde t respons s for the same a gle of incidence 'kl(m).
A ge eric non-imaging filter photodetector is as shown in Fig. X. It is composed of a filter either
plane or semihesphe ical. For plane filters [21] the optical gai is given by
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Other schemes MRC, vRWMSE …
F g. 4. Structur of the receiver based on the proposed reconfigurable
hotodet ctor.
where h[k]t (ν), ν ∈ {1, 2, . . . , L}, is the channel response
betw en the LED transmitter t and the user k at preset mode
ν given by (3). For a spatial deployment of LED lamps, which
ensures distinct radiation angle from each LED transmitter, the
design of the filter and the concentrator of each photodiode
that compose a reconfigurable photodetector aims to provide
linear independent responses. In the following we describe
two methodologies to obtain linearly independent responses,
i.e., a set of preset modes, for the proposed reconfigurable
photodetector.
Remark 1. The use of optical receivers composed of several
photodiodes has been typically proposed for providing diver-
sity through schemes such as MRC [5]. In these sense, the
multiple outputs of the reconfigurable photodetector can be
used for implementing these schemes.
1) Filter and concentrator design: Optical filters and con-
centrators are usual components in the photodiode receivers
and they are presented in most of the commercial optical
systems.
For thin-film plane filters [27] the optical gain given by a
generic angle of incidence ϕ is








where T0 corresponds to the peak transmission, λ0 is the
wavelength of the transmitted signal, ∆λ2 is the spectral
half-power bandwidth and λ(ϕ; ϕ̂) represents the shifting to
shorter wavelengths at non-normal incidences, which is given




















Fig. 5. Structure of a spherical lens.
effective index of the spacer layer and input layer, respectively,
and ϕ̂ is the filter orientation. Notice that the parameters ns, m,
and T0 can be handled to obtain different channel responses.
To obtain wide FOV and optical gain truncated spherical
lenses are usually proposed for VLC systems [27]. As can be
seen in Fig. 5, the light incides over a spherical lens with a
truncation angle θt forming an angle θ0 with the normal of
the lens surface. Hence, the single ray cross the lens surface
attenuated by a factor T (θ0). After that the ray is reflected with
an angle θ1. In this way, T (θ1), T (θ2) and T (θ3) corresponds
to the gain given by the lens output, the planar filter (if any)
and the photodiode input, respectively. In this case, the optical








where S0 is the integration area over the surface for which light
passing through eventually hits the photodiode. For the sake of
simplicity we focus on hemispherical lenses with θt = 90◦. An
idealized hemispherical concentrator with an intern reflective





if 0 ≤ ϕ ≤ Ψc
0 if ϕ ≤ Ψc.
(11)
Notice that narrow FOVs increase the optical gain of the
concentrator lens. There are a vast literature of filter structures,
e.g., planar, spherical, coated, etc., that provide distinct and
linearly independent responses for the same angle of inci-
dence [27]. In Fig. 6 we show the optical gain for different
lens structures with the angle of incidence. It can be seen
that linearly independent responses, i.e., preset modes of
the reconfigurable photodetector, can be obtained by simply
varying the structure of the set composed of the concentrator
and the filter of each photodiode.
2) Geometrical angle receiver design: The orientation of
each photodiode of the reconfigurable photodetector can be
employed for creating an angle diversity receiver where each
orientation vector corresponds to a preset mode as is shown
in Fig. 3. Therefore, varying the angle of incidence through
the orientation of each photodiode it is possible to obtain lin-
early independent responses for the same angle of irradiance.
Fig. 6. Optical gain of different lens structures.
Assuming that the photodiode ν of the reconfigurable photode-
tector of user k obtains distinct polar and azimuthal angles on
the x-y planed denoted as θk(ν) and αk(ν), respectively, the
orientation vector of the photodiode ν of user k is given by
n̂k =
[sin (θk(ν)) cos (αk(ν)) , sin (θk(ν)) sin (αk(ν)) , cos (θk(ν))]
(12)














respectively, where n̂t is the normal vector of the LED
transmitter t and vkt is the vector from the LED transmitter
t and the user k as is shown in Fig. 2.
Following the design proposed in [25], we consider an
angle diversity receiver where the photodiodes are pointing
to different directions such as the triangle faces of a pyramid
as is shown in Fig. 3. For a pyramid receiver, the photodiodes
are located in a circle of radius rPD on the horizontal plane
over a receiver height hPD. Thus, assuming L photodiodes at
each receiver, the position of the photodiode corresponding to
the preset mode ν, ν = {1, . . . , L}, is
(xk(ν), yk(ν), zk(ν)) =(
xk + rPD cos
2(ν − 1)π
L






Therefore, the orientation of the photodiode that provides
the preset mode ν of the user k is given by the polar and




IV. BLIND INTERFERENCE ALIGNMENT FOR VISIBLE
LIGHT COMMUNICATIONS
In this section we describe the BIA scheme applied to












































LED 1 LED 2
Fig. 7. VLC scenario equivalent to a MISO BC with L = 2 LED transmitters
and K = 2.
1 2 3
User 1 h[1](1) h[1](2) h[1](1)














Coherence block: 3 symbol extensions
(for reconfigurable antennas)
Fig. 8. Supersymbol of vBIA for a MISO BC with L = 2 LED lights and
K = 2 users. Each color represents a preset mode.
is equipped with the proposed reconfigurable photodetector
described in Section III-C. With the aim of introducing the
principles of BIA applied to VLC systems, we focus on the
pattern of signal selection of the reconfigurable photodetector
for the MISO BC proposed in [13] where the whole set of
LED transmitters is connected to all the users.
A. Toy example
For illustrative purposes, consider first a toy example with
K = 2 users and L = 2 LED transmitters as is shown in
Fig. 7. Assuming full connectivity between the LED lights
and the users, this scenario can be considered as a MISO BC
for the vBIA scheme. Thus, each LED transmitter sends a data
stream to each user. Notice that, assuming orthogonal resource
allocation in absence of CSIT such as TDMA, transmitting 2
independent data streams free of interference from both LED
lights to each user involves 4 time slots, i.e., the sum-DoF
equals 1.
Following the scheme of [13] the optimal DoF, i.e., the
multiplexing gain, without CSIT can be achieved by con-
sidering a frame comprising 3 symbol extensions3 denoted
as supersymbol. During the supersymbol each user follows
the preset mode selection of the reconfigurable photodetector
described in Fig. 8. The signal transmitted by the LED
transmitter t during the 3 symbol extensions can be written














3In this work we focus on the temporal dimension and therefore, each
symbol extension corresponds to a time slot.
where u[k]t,` is the symbol transmitted by the LED light t to the
user k, ` = 1 for this particular case. Thus, the user k desires








, which contains 2
DoF. Hence, the signal transmitted by the set of LED lights
can be written as






















where x[n] ∈ C2×1 is the signal transmitted during the symbol
extension n and I2 and 02 denote the 2× 2 identity and zero
matrix, respectively.
Before analyzing the interference cancellation through
vBIA, it is interesting to remark some properties of the
proposed transmission strategy. First, note that the precoding
of the desired symbol (see (17)) only considers adding oper-
ations of zeros and one values. Therefore, in contrast to the
TPC schemes, the non-negativity of the signal is guaranteed
without the need for a bias current. Furthermore, as can be
checked in (16), each LED light transmits an independent data
stream to both users without the need for cooperation or data
sharing among the LED transmitters. That is, the symbols u[k]`,t′ ,
t′ = {1, ..., L} : t′ 6= t, are unknown by the LED transmitter
t. Only some synchronization would be required.
Taking into consideration the pattern of preset mode selec-
tion of the supersymbol shown in Fig. 7 and the structure of









































Notice that the desired symbol u[1]1 , which carries 2 DoF,
is contained in a rank−2 matrix while the interference is
aligned in a rank−1 matrix, i.e., the interference is aligned
into a one-dimensional space. As a consequence, the user 1 can
employ the third symbol extension to measure and cancel the
interference caused by the transmission of u[2]1 during the first
symbol extension. Furthermore, the signal received by user 1
is free of interference during the second symbol extension.




















Since the interference is completely removed and the proposed
reconfigurable photodetector provides linearly independent
channel responses for h[1](ν), ν = {1, 2}, the 2 DoF con-
tained in the symbol u[1]1 are decodable by solving the linear
problem (19). Similarly, the user 2 can decode the 2 DoF
of u[2]1 over the symbol extensions {1, 3} and measuring the
interference due to transmission u[1]1 at symbol extension 2.
Therefore, 4 symbols are decodable during a supersymbol
comprising 3 symbol extensions. That is, 43 DoF are achievable




1) Design of the supersymbol structure: As described
in [13], the BIA supersymbol must satisfy two conditions; (i)
Ensure the decodability of the L independent data streams
transmitted by each of the L LED lights to user k by
varying its channel state among L distinct preset modes of the
reconfigurable photodetector during the L symbol extensions









contains L DoF, is transmitted. Notice that this condition
guarantees to obtain a full rank matrix after interference
subtraction (see (19)) and therefore, decode the L DoF carried
by u[k]` . (ii) The channel state of all other users k
′ 6= k must
remain constant during the transmission of u[k]` to the user
k. This condition allows to contain the interference because
of transmission of u[k]` in a single preset mode for all other
users. Satisfying these conditions for a MISO BC with L
LED transmitters and K users requires (L − 1)K−1 blocks
comprising L symbol extensions for each user denoted as
alignment blocks. An alignment block for the user k is defined
as the set of L symbol extensions where the channel state of
this user varies among L preset modes while all other users
maintain a constant channel state.
Furthermore, the BIA supersymbol can be divided into two
well differentiated sections; Block 1 where the symbols to
all the users are simulatenously transmitted, and therefore,
generating multi-user interference, and Block 2 where each
symbol u[k]` is transmitted in orthogonal fashion. This structure
allows to measure the symbols transmitted to other users, u[k
′]
` ,
k′ 6= k, in Block 2 and subtract it afterwards from the symbol
extensions of Block 1 polluted by it when the interference
is properly aligned as described in detail in Section IV-B3.
The first L − 1 symbol extensions of the alignment block
of each user belong to Block 1 where the symbols to all
users are transmitted simultaneously. At this point, let us
define the first L − 1 symbol extensions of each alignment
block of the user k as a group for this user. Therefore, the
Block 1 of the supersymbol can be assembled by considering
groups as is shown in Fig. 9. This procedure is mathematically
described in detail in [13]. Since each group belongs to a
specific alignment block, it can be seen in Fig. 9 that each
group comprises L− 1 distinct channel states while all other
users remain in a constant channel state. As commented
above, simultaneous transmission to all users occurs during
the L − 1 symbol extensions of each alignment block, i.e.,
during a group. Since (L − 1)K−1 alignment blocks are
required to satisfy the BIA conditions, the Block 1 comprises
(L− 1)× (L− 1)K−1 = (L− 1)K symbol extensions.
Once the Block 1 has been defined the Block 2 is composed
of the last symbol extension of each alignment block. Since
orthogonal transmission of each symbol u[k]` occurs during
the Block 2, it comprises K(L − 1)K−1 symbol extensions.
Therefore, the length of the supersymbol comprises (L−1)K+
K(L− 1)K−1 symbol extensions.
2) Design of the precoding matrices and signal transmis-
sion in Block 1: Once the structure of Block 1 is defined, the
BIA for the MISO BC
User 1 h(1) h(2) … h(L -1)
User k h(1) h(1) … h(1) h(2) … h(2) h(L -1) … h(L -1)
User K h(1) … h(L -1)
group
group
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The desired symbol u[1]1 is contained in a rank-2 matrix while the interference is aligned in a
rank-1 matrix. As a consequence, the user 1 can employ the third symbol extension to measure
and cancel the interference caused by the transmission of u[2]1 during the first symbol extension.
Furthermore, the signal received by user 1 is free of multi-user interference during the second


















Since the interference is completely removed, the 2 DoF contained in the symbol u[1]` are decod-
able by solving the previous linear problem. Similarly, the user 2 obtains the 2 DoF of u[2]` over the
symbol extensions {1, 3} and measuring the interference due to transmission u[1]ell in the symbol
extension {2}. Therefore, 43 DoF are achievable without CSIT or cooperation between the LED
transmitters by using vlcBIA. Furthermore, and even more importantly, it is guaranteed that the
signal transmitted by the LEDs are non-negative real values without the need for adding a DC
bias current to ensure this condition as occurs for the precoding schemes[][].
4.2. General case
The vBIA scheme for a MISO BC comprising L LED transmitters and K users equipped with the
reconfigurable photodetector described in Section X considers a pattern of preset mode selection
referred to as supersymbol. The supersymbol can be divided in two well differentiated parts; Block
1 comprising the first (L   1)K symbol extensions over which simultaneous transmission takes
place and Block 2 formed by the last K(L   1)K symbol extensions over which each symbol is
transmitted in orthogonal fashion. Therefore, the entire supersymbol comprises
LSS = (L   1)K + K(L   1)K 1 (13)
symbol extension over which the physical channel is assumed to be constant.
For each user, the supersymbol contains (L 1)K 1 alignment blocks. Basically, each alignment
block of the k-th users comprises L symbol extensions providing L DoF for the desired user.
During each alignment block the user k selects the signal received from the L photodetectors
of the reconfigurable photodetector. On the contrary, all other users k0 6= k select a constant
preset mode to align the signal intended to the user k into a one dimension at its signal space.
The construction of the supersymbol structure based on alignment blocks is shown in Fig.X.
Furthermore, the last symbol extension of each alignment block belong to Block 2 while the first
L   1 symbol extensions are within Block 1.
(L   1)k 1 (L   1)K 1 (14)
4.3. Achievable rates
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The desired symbol u[1]1 is cont ined in a rank-2 matrix while the interference is aligned in a
rank-1 matrix. As a consequence, the user 1 can employ the third symbol extension to measure
and cancel the interference caused by the tra smission of u[2]1 during the first symbol extension.
Furthermore, the signal rec ived by user 1 is f ee of multi-user interference during the second


















S nce the interference is completely removed, the 2 DoF c ntained in the symbol u[1]` are decod-
able by solving the previous linear problem. Similarly, the user 2 obtains the 2 DoF of u[2]` over the
symbol ext n ions {1, 3} and measuring he interference due to trans ission u[1]ell in the symbol
ext nsion {2}. Therefore, 43 DoF are achievable without CSIT or cooperation between the LED
transmitters by using vlcBIA. Furthermore, and even more importantly, it is guaranteed that the
signal transmitted by the LEDs are non-negative r al values without the need for adding a DC
bias curren to ensure this condition as occurs for the precoding schemes[][].
4.2. General case
The vBIA scheme for a MISO BC co prising L LED transmitters and K users equipped with the
r configurable photodetector described in Sec ion X considers a patt rn of preset mode selection
referred to as supersymbol. The supersymbol can be divided in two well differentiated parts; Block
1 comprising the first (L   1)K symbol extensions ver which imultaneous transmission takes
place and Block 2 formed by the last K(L   1)K symbol extensions over which each symbol is
transmitted in orthogonal fashion. Therefore, the entire supersymbol comprises
SS = (L   1)K + K(L   1)K 1 (13)
symbol ext nsion over which the physical channel i ssumed to be constant.
For each user, the supersymbol co tains (L 1)K 1 alignm nt blocks. Basically, each alignment
block of th k-th users comprises L symbol extensions providing L DoF for the desired user.
During each alignment block the user k s lects the signal received from the L photodetectors
of the r configurable photodetector. On the contrary, all other users k0 6= k select a constant
preset mode to align the signal intended to the user k into a one dimension at its signal space.
The construction of the supersymbol structure based on alignme t blocks is shown in Fig.X.
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Fig. 9. The structure of Block 1 for the vBIA scheme. User indexes are
removed from the channel responses for simplicity. Each color represents a
preset mode.
design of the precoding matrices can be easily determined. Let








, as the symbol transmitted
during the alignment block `, ` =
{
1, . . . , (L− 1)K−1
}
,
which carries L distinguishable streams, where u[k]t,` is the
contribution of the LED light t, t = {1, . . . , L}. Taking into
consideration the structure of Block 1, the symbol u[k]` is
repeatedly transmitted during the group of its `-th alignment
block, i.e., during the first L − 1 symbol extensions of that
alignment block. Notice that transmission of u[k]` during Block
1 generates interference to all other users, which maintain a
constant channel state during its transmission in order to align
the inference. For instance, considering the structure shown in
Fig. 9, the symbol u[1]1 to user 1 is transmitted during the first
L−1 symbol extensions of the supersymbol where its channel






Notice that all other users select the preset mode h[k
′](1),
k′ 6= 1, during the first L−1 symbol extensions. Following this
methodology the symbol u[k]1 to the user k is transmitted dur-
ing the symbol extension
{




more, transmission between the (L−1)K−1 alignment blocks
of each user must be orthogonal to avoid the overlapping with
each other. As described in detail in [13], the precoding matrix
for the user k consists of marking with a L×L identity matrix
within the column corresponding to the `-th alignment block
the positions where the group corresponding to the symbol
u
[k]
` is located in the supersymbol.
3) Transmission in Block 2 and interference cancellation:
Recall that the first L−1 symbol extensions of each alignment
block are already determined by Block 1 and the precoding
structure described above. Thus, the last symbol extension
that completes each alignment block is provided by Block 2.
Therefore, in order to ensure the decodability of the L streams
carried by u[k]` the user k selects the preset mode L, i.e.,
h[k](L), during its transmission in Block 2.
As can be seen in Fig. 10, the Block 2 can be divided in K
parts where the symbols u[k]` , ` = {1, . . . , (L − 1)K−1}, are
orthogonally transmitted to the user k. Due to the orthogonal
transmission all other users k′ 6= k can measure the inter-
ference received in Block 1 because of transmission of the
symbols u[k]` , ` = {1, . . . , (L − 1)K−1}. Since the interfer-
ence is aligned according to the two conditions described in
Section IV-B1, the users k′ 6= k can measure the interference
because of transmission of u[k]` in Block 2 at the same preset
mode as it interferes in Block 1. To do that, the preset mode
selected by the user k′ during the transmission of u[k]` in Block
8
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Fig. 10. Construction of the Block 2 for the vBIA scheme and interference
measurement and subtraction. Each color represents a preset mode
2 must coincide with the preset mode selected in Block 1
during the group of user k where the symbol u[k]` is transmitted
as is shown in Fig. 10.
For example, in Fig. 10, the first L−1 symbol extension of
the supersymbol form a group that composed an alignment
block with the first symbol extensions of the Block 2 in
which the symbol u[k]1 is transmitted. Since the symbol u
[k]
1 is
transmitted orthogonally by the L LED lights, the user k′ can
measure at the preset mode h[k
′](1) the interference received
during the first L − 1 symbol extensions of Block 1 due to
transmission of u[k]1 .
4) Achievable Degrees of Freedom: Since each of the K
users achieves L DoF in each of its (L − 1)K−1 alignment
blocks over a supersymbol comprising (L−1)×(L−1)K−1 =
(L− 1)K symbol extensions, the sum-DoF per symbol exten-
sion achieved by the vBIA scheme equals
DoF =
LK(L− 1)K−1
(L− 1)K +K(L− 1)K−1 =
LK
L+K − 1 , (20)
which corresponds to the optimal sum-DoF without CSIT [13].
Interestingly, the sum-DoF tends to the optimal assuming CSIT
as the number of users grows. That is, limK→∞ LKL+K−1 = L.
Remark 2. The implementation of BIA schemes is subject to
transmission of the supersymbol within a coherence time pe-
riod and a noise increase because of the interference subtrac-
tion [14]. In this sense, typical VLC settings result in super-
symbol lengths short enough to consider the optical channel
constant during its transmission and provide an operating SNR
enough to get through the noise increase. However, for non-
usual settings with a large number of LED transmitters, a large
number of users or high mobility indoor environment several
BIA schemes based on the methodology described in Section
IV-B such as [14], [28] have been proposed for managing
both the supersymbol length and the noise increase. By using
the reconfigurable photodetector devised in Section III-C these
schemes can be implemented for VLC systems.
V. MOVING TO OTHER NETWORK TOPOLOGIES
Until now, we have focused on a uniform scenario where
all the users are connected to the whole set of LED transmit-
ters. However, the propagation of the visible light is usually
confined in a small area. Thus, the deployment of several
LED lamps in an indoor scenario naturally leads to network
topologies defined by the connectivity of the users [6]. For
VLC traditional management of the network topology such
as frequency reuse (FR) involves a loss in DoF because of
p1,1
p1,2sh1
LED 1 LED 2 LED 3 LED 4
VLC cell 1 VLC cell 2
Fig. 11. Partially connected scenario. The LED transmitters are grouped in
VLC cells composed of Lc = 2 lamps and there exist Kp = 1 private users
per cell and Ksh = 1 shared user that receives a strong signal from the whole
set of LED lights.
the partial connectivity given by the small area of coverage
of the LED lights. Moreover, FR involves switching between
VLC frequencies every few meters. Supported by the concept
of reconfigurable photodetector derived in Section III-C, BIA
can provide a user-centric approach determined by the network
topology, e.g., [17], [18], [28], jointly to the several advantages
described previously such as low requirement for backhaul
links or non-negativity of the transmitted signal. The aim of
this section is not the development of these BIA schemes,
that are already reported in the literature, but to highlight the
versatility of BIA applied to VLC.
A. Homogeneous partially connected networks
Assuming an indoor deployment of several LED lamps we
consider the concept of VLC cell composed of one or more
LED transmitters proposed in [6]. Thus, for homogeneous de-
ployments as is shown in Fig. 11, each user can be categorized
either as a private user receiving a strong signal from a unique
VLC cell or a shared user that receives a useful signal from the
whole set of LED transmitters. This kind of partially connected
networks can be modeled by the BIA scheme devised in [17]
based on the network topology.
For illustrative purposes, we first consider a partially con-
nected network as is shown in Fig. 11 where there exist L = 4
LED lamps that can be grouped in C = 2, c = {1, 2}, VLC
cells composed of Lc = 2 transmitters each. Moreover, each
VLC cell transmits to Kp = 1 private user while a Ksh = 1
shared user is served by both cells. Assuming a fully connected
network the channel of the user k, either private or shared, at















However, taking into consideration the partial connectivity
of the VLC network and the aforementioned categorization,
the channel of the private users after some relabelling can

















private users of the VLC cells 1 and 2 denoted as
p1,1 and p1,2, respectively4. Similarly, the channel of
4The channel vector h[p1,c](ν) does not consider the interference because
of transmission by the VLC cell c′ 6= c since this influence is treated, and
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of the VLC cell
Fig. 12. Supersymbol structure for a partially connected network comprising
2 VLC cells composed of 2 LED transmitters. Each VLC cell transmits to
Kp = 1 private users while a Ksh = 1 shared user is served by both VLC
cells. Each color represents a preset mode.












can be easily seen from (8) that the channel matrix for the
private users is rank−2 while the shared user obtains a
rank−4 channel matrix. By using this approach it is possible
to reorganize the pattern of preset mode selection to exploit the
partial connectivity of the VLC network instead of considering
it as a handicap. First, note that transmission to the private
users in cell c does not interfere to the private users of the
neighbouring cells c′ 6= c while transmission to the shared
user interferes to both private users. Thus, the supersymbol
structure of the private users can be reused by each cell while
ensuring the alignment with the shared user.
For the considered setting the supersymbol of the topo-
logical vBIA is as shown in Fig. 12. It can be seen that
each private user obtains 3 alignment blocks formed by the
symbol extensions {1, 4}, {2, 5} and {3, 6} aligned at the
preset modes h[sh1](1), h[sh1](2) and h[sh1](3) of the shared
user, respectively. Each of these alignment blocks provides 2
DoF according to the rank of the channel matrix of the private
users. Moreover, the shared user obtains an alignment block
at symbol extensions {1, 2, 3, 7} aligned at the preset mode
h[p1,c](1) of the private users.
Then, following the proposed topological approach each
private user achieves 3 alignment blocks with 2 DoF each
while the shared user located between both VLC cells obtains
4 DoF in a single alignment block by exploiting the partial
connectivity of the scenario. Therefore, 2×3×2+47 =
16
7 ≈ 2.28
DoF are achievable in the considered setting. Curiously, as-
suming full connectivity and applying vBIA as described in
Section IV for L = 4 LED transmitters and K = 3 users
2 DoF are achievable (see (20)), i.e., 27 less than the vBIA
topological approach. This toy example leads to an interesting
fact; the lack of connectivity in a VLC network can be treated
as a resource instead of a handicap that allows to obtain more
DoF than schemes based on full connectivity without CSIT or
cooperation among the LED transmitters.
For general partially connected networks the construction
of the supersymbol structure and the precoding matrices is
explained in detail in [17]. Assuming L LED transmitters
grouped in C VLC cells formed by Lc LED lamps each, i.e.,
L = C × Lc, where each VLC cell transmits to Kp private
users and there are Ksh shared users served by the whole



















of the VLC cell
Fig. 13. Heterogeneous deployment for VLC. The LED lamps provide
illumination and data transmission and a reading light transmits to a specific
user improving the lighting in a small area.



















of the VLC cell
Fig. 14. Supersymbol for cogBIA where 2 LED lamps provide illumination
and transmit to 2 users while a reading light serves to a specific user. Each
color represents a preset mode.
set of LED transmitters, the achievable sum-DoF per symbol
extension of the VLC system is
DoFtopBIA =
L [Ksh(Lc − 1) +Kp(L− 1)]
(L− 1)(Lc − 1) +Ksh(Lc − 1) +Kp(L− 1)
,
(22)
which corresponds to the optimal DoF for partially connected
networks in absence of CSIT [17].
B. Heterogeneous partially connected networks
Indoor deployments of LED lamps usually follow an ho-
mogeneous distribution. However, it is easy to formulate
heterogeneous deployments where a small source of light is
interfered by a bigger VLC cell as is shown in Fig. 13,
e.g., a reading lamp within an indoor VLC deployment.
Assuming absence of CSIT or cooperation among the LED
transmitters the straightforward solution would be to divide
the transmission resources, e.g., split the available bandwidth
and assigning each slice to each cell. However, supported by
the reconfigurable photodetector devised in this work, more
efficient schemes based on cognitive BIA can be employed.
For illustrative purposes consider a heterogeneous network
as is shown in Fig. 13 where the users 1 and 2 are served by a
VLC cell composed of 2 LED lamps while the user 3 is served
by a reading light that provides a small lighting area contained
within the VLC cell. Following [18], the supersymbol structure
is as shown in Fig. 14. Notice that the switching pattern of the
users 1 and 2 corresponds to the supersymbol of the MISO
BC (see Fig. 8). Since the users 1 and 2 are not subject to
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interference from the reading light, they can use the BIA
scheme described in Section IV-A. Assuming that the signal
transmitted by the VLC cell equals (17), the reading light
transmits u[3] during the first symbol extension, where u[3]
is the symbol desired by the user 3 carrying 1 DoF, while it
remains in silent during the following 2 symbol extensions5.
For the user 3 served by the reading light decoding u[3]
is subject to interference because of transmission of the
VLC cell. At this point, note that BIA schemes transmit the
interference subspace of the VLC cell at user 3 during the
Block 2 of the considered supersymbol. By taking advantage
of this structure, the interference received during the reception
of u[3] at the first symbol extension can be measured at symbol
extensions 2 and 3 by simply ensuring that the reading light
remains in silent in a cognitive fashion and subtracting it
afterwards. After interference subtraction the signal received






Thus, the user 3 can decode 1 DoF during 3 symbol extensions
without any penalty for the users served by the VLC cell,
which achieve 2 DoF during the entire supersymbol. As a
result, for the considered setting the use of BIA obtains 53
DoF. It is worth to remark that orthogonal approaches without
CSIT are limited to 1 DoF in the whole system, i.e., 23 DoF less
than the proposed BIA approach for the considered setting.
The key idea behind the cognitive BIA approach is to
exploit the structure of the BIA supersymbol in heterogeneous
networks. Considering a VLC cell as an upper tier, the signal
space because of transmission to its users comprises the Block
2 of the supersymbol structure. Therefore, a smaller source of
light whose users are subject to interference from an upper
tier can take advantage of this structure for measuring the
interference space of the upper tier by simply remaining silent
in a cognitive fashion during the Block 2 of the interfering
VLC cell. Notice that this cognitive BIA approach can be
implemented using any BIA scheme.
VI. ACHIEVABLE RATES
In this section, we show the achievable rates of a generic
vBIA scheme. Without loss of generality, consider a generic
alignment block for a user k with connectivity to L LED
transmitters. Following a BIA scheme, the user k can remove
the interference received during the first L − 1 symbol ex-
tensions of the `-th alignment block because of simultaneous
transmission to Ki − 1 users during Block 1. Notice that
Ki − 1 refers to the number of interference terms that must
be subtracted. Thus, the signal of the user k after interference
subtraction in the alignment block `, which carries the symbol
5For data transmission above the fusion frequency of the human eye, this
condition does not involve blinking of the illumination.
u
[k]


































where for simplicity the temporal index refers to the symbol
extension in the alignment block instead of referring to the
position in the supersymbol. As can be seen, each user can


















is the channel matrix of the user k, which is assumed to be full
rank and highly uncorrelated because of the entries of the pro-











Besides, the ratio of alignment blocks per user over the entire
supersymbol denoted as Br must be taken into consideration.
For instance, in a fully connected scenario as considered in
Section IV each user obtains (L−1)K−1 alignment blocks over





This ratio can be easily obtained for other BIA schemes. Thus,
the normalized rate per symbol extension of the user k can be
written as [13], [29]










where Pstr is the power allocated to each data stream. Given
the constraints of a VLC system, constant power allocation
during the entire supersymbol is assumed for providing con-
stant illumination, i.e., same power allocation during Block 1
and Block 2. Furthermore, focused on the data transmission,
this approach results optimal regarding other power allocation
schemes, e.g., uniform power allocation to each symbol [29].
VII. SIMULATION RESULTS
We now present the numerical results for characterizing
the performance of the vBIA scheme based on the proposed
reconfigurable photodetector. Specifically, we consider a re-
configurable photodetector with L = 4 preset modes arranged
in a pyramidal geometry and equipped with an hemispherical
concentrator lens each. For comparison purposes we also con-
sider the use of the L photodiodes of the reconfigurable pho-
todetector for providing diversity through a MRC scheme [5]
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or multiplexing gain by implementing the TPC scheme of [9].
For this TPC scheme we consider two approaches; (i) each
user employs the signal received from the L photodiodes of its
reconfigurable photodetector6 referred to as vRWMSE and (ii)
a single-photodetector approach as in [9] with a detection area
equal to the area of the L photodiodes referred to as vDWMSE.
The setup of the VLC system comprises L = 4 LED lights in
two different scenarios. The scenario A considers a uniform
distribution of the LED lights in a 5×m 5m×3m room at the
positions [1.5, 1.5, 3], [1.5, 3.5, 3], [3.5, 1.5, 3] and [3.5, 3.5, 3]
as described in Fig. 1. The scenario B is a corridor with size of
2m×12m×3m where the LED transmitters are located at the
positions [1, 2, 3], [1, 3, 3], [1, 7, 3] and [1, 8, 3]. The users are
randomly distributed over the plane h = 2.15 m away from
ceiling and they are equipped with a pyramidal photodetector
with L = 4 faces tilted 30◦ each. In order to provide uniform
illumination the optical power of each LED lamp is within
the range (−4, 16) dBW [30]. If it is not specified, an optical
power of 10 dBW is considered. The other parameters of the
proposed VLC system are listed in Table I.
TABLE I
PARAMETERS OF THE VLC SYSTEM
Parameter Value
Number of LED transmitters L 4
Detector responsivity γ 0.53 A/W
Bandwidth BW 20 MHz
Refractive index of the filter ns 1.5
Physical area of the photodiode A 15 mm2
Gain of optical filter T0 1.0
Transmitter semi-angle φ1/2 70deg
Noise power spectral density [20] σ2z 10−22A2/Hz
Receiver FOV Ψc 60deg
LED modulation cut-off frequency [23] fm 30 MHz
Following we show the distribution of the achievable user
rate for vBIA, MRC, and vRWMSE in the scenario A. It is
interesting to remark that the position of all other users does
not affect to the rate of a specific user for these schemes.
For vBIA it can be seen that the parameters Br and Rz̃
depend only on the number of users while the channel matrix
H[k] is independent for each user (see (28)). On the other
hand, orthogonal resource allocation is considered for avoiding
the multi-user interference for MRC. Similarly, vRWMSE
transmits L data streams to the L photodiodes of each user in
each time slot avoiding the influence of all other users.
For K = 2 users, it can be seen in Fig. 15 that the proposed
vBIA scheme provides a user rate above 100 Mbps in most
of the areas of the scenario. Moreover, the peak user rate
is obtained in the center and decreases moderately as the
user moves to the corners. In contrast, in Fig. 16 the MRC
6Since each user is equipped with a reconfigurable photodetector with the
same number of photodiodes as LED transmitters, min{L,KL} = L DoF
can be achieved per symbol extension by CSIT-based schemes. Therefore,
orthogonal approaches are required for serving each user in a dedicated
symbol extension in which the user obtains L DoF. Notice that given this
orthogonal approach the user performance does not depend on the position
of all other users.
scheme only provides user rates above 100 Mbps within areas
close to each LED light due to the influence of the intercell
interference. Therefore, extremely low values of user rate are
obtained in the center of the scenario. In Fig. 17, it can be seen
that vRWMSE achieves a considerable higher peak user rate
than vBIA or MRC in the center of the scenario. However, the
user rate is extremely low with respect to the peak user rate in
some areas of the scenario referred to as blackspots from now
on. These blackspot areas are given by the influence of the
constraints imposed by the optical channel for TPC schemes.
The distributions of the user rate for K = 4 achieved by
vBIA, MRC and vRWMSE in the scenario A are depicted
in Fig. 18, Fig. 19 and Fig. 20, respectively. It can be seen
that the shape of the user rate distribution is quite similar
as for the K = 2 case. However, the user rate achieved by
vRWMSE is half of the values achieved with K = 2. On
the other hand, the penalization of serving K = 4 users is
only around the 35% regarding the K = 2 users case for
vBIA providing a user rate above 65 Mbps in most of the
scenario. The MRC scheme is not heavily penalized by the
user increase since only users served by the same LED light
are transmitted orthogonally. However, the user rate is heavily
subject to intercell interference.
The average of the achievable user rate with the optical
power of each LED light in the scenario A for vBIA, MRC,
vRWMSE and vDWMSE is depicted in Fig. 21 for K = 4
users. First, notice that in contrast to the other schemes the
achievable user rate of MRC is almost constant as the optical
power increases since it is subject to intercell interference.
Besides, since vRWMSE and vDWMSE obtains the same
multiplexing gain, i.e., min(L,KL) = L DoF, it can be seen
that the user rate increases with the same slope. However,
the need for orthogonal user allocation penalizes vRWMSE in
comparison with vDWMSE. The vBIA scheme achieves a sim-
ilar average user rate in the whole scenario as vDWMSE within
the range of (2, 10) dBW. As the optical power increases it
can be seen that vDWMSE outperforms vBIA.
Although both TPC schemes, vRWMSE and vDWMSE can
achieve high values of peak user rate, they are subject to
the inherent constraints given by the properties of the optical
channel. As a consequence, a user can obtain a low rate when
the channel responses are correlated or these constraints are
hard to satisfy. With the aim of determining the variation
of the user rate for each transmission scheme we show the
Jain fairness index [31] obtained for an optical power of
10 dBW in scenario A. It can be seen that vBIA achieves
the most fair user rate, i.e., each user obtains similar rate
independently of its position. Similarly, MRC guarantee that
all users obtains a minimum rate. However, both TPC schemes
achieve a lower fairness index in comparison with vBIA.
As a conclusion, vBIA provides a more uniform user rate
distribution in comparison with TPC schemes, which generate
blackspots where the user rate is extremely low.
In Fig. 22 we plot the average BER for K = 2 and K = 4
users with the optical power of each LED light when a 2-
PAM is considered for data transmission. It is interesting to
remark that MRC obtains a BER floor at 4 · 10−2 when the
optical power is beyond 6 dBW. This BER floor is due to
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Fig. 15. Distribution of the user rate for vBIA.
Scenario A, K = 2.
Fig. 16. Distribution of the user rate for MRC.
Scenario A, K = 2.
Fig. 17. Distribution of the user rate for vRWMSE.
Scenario A, K = 2.
Fig. 18. Distribution of the user rate for vBIA.
Scenario A, K = 4.
Fig. 19. Distribution of the user rate for MRC.
Scenario A, K = 4.
Fig. 20. Distribution of the user rate for vRWMSE.
Scenario A, K = 4.
Fig. 21. Average user rate in the scenario A for vBIA, MRC, vRWMSE and
vDWMSE. K = 4.
TABLE II
JAIN FAIRNESS INDEX FOR VBIA, MRC, vRWMSE AND vDWMSE IN
THE SCENARIO A
vBIA MRC vRWMSE vDWMSE
Jain index 0.94 0.84 0.61 0.65
intercell interference, which is not managed for MRC. The
proposed vBIA scheme obtains a BER below 10−5 and 10−3
for K = 2 and K = 4, respectively, at an optical power
of 10 dBW. For K = 2, the vDWMSE scheme obtains a
lower BER than vBIA in the power range from -4 dBW to
6 dBW. However, for K = 4 the vDWMSE scheme obtains
a worse BER in the whole optical power range. Thus, the
proposed vBIA achieves satisfactory BER within the power
range for providing indoor illumination. Notice that the vBIA
and the vDWMSE schemes have different sources of error as
the number of users increases. The vBIA scheme suffers a
noise enhancement due to interference subtraction (see (27))
while the increase of users leads to higher correlation among
the channel entries for vDWMSE. By using the proposed
reconfigurable photodetector, the vRWMSE scheme achieves a
BER with a similar slope as vDWMSE for K = 2. Hence, the
use of reconfigurable photodetectors can handle the channel
correlation for TPC schemes in VLC.
The achievable user rate of vBIA for homogeneous cellular
VLC networks is shown in Fig. 23. For the scenario B, the
LED lamps at the positions {2, 3.5} m and {8.5, 10} m in
the y-axis compose the VLC cells 1 and 2, respectively.
Considering the topological approach proposed in Section V-A
the VLC cells provide a user rate above 60 Mbps within
an area comprising 3.5 m approximately. However, out of
this coverage area the user rate decreases abruptly and the
private user turns into a shared user. In contrast, a user rate
above 50 Mbps can be guaranteed in the blackspot between
both VLC cells for the topological vBIA. Furthermore, the
topological approach outperforms the use of vBIA considering
full connectivity in the whole range of the scenario. This fact
highlights the importance of the topology in VLC networks
and the capability of vBIA to adapt to partially connected
VLC networks.
The average user rate in the considered scenario B against
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Fig. 22. BER for 2-PAM Modulation. Optical power transmitted 10 dBW.
Fig. 23. User rate for vBIA in a homogeneous partially connected network.
The performance assuming full connectivity is plotted for comparison pur-
poses. Scenario B, Kp = 2 and Ksh = 2.
cell radius is shown in Fig. 24. First, it can be seen that
the average user rate decreases as the cell radius becomes
smaller. For the vBIA scheme based on the network topology
the average user rate outperforms other vBIA configurations.
Notice that the lack of connectivity and the noise increase
degrade considerably the performance of vBIA assuming
full connectivity. On the other hand, allowing CCI between
both VLC cells achieves greater average user rate than the
full connectivity configuration. Furthermore, vBIA considering
CCI outperforms vDWMSE since only the users with the
same index generate CCI when using vBIA [29]. Indeed, the
performance of the vDWMSE scheme decreases abruptly with
the cell radius.
The cumulative distribution function (CDF) of the user rate
for both scenarios is shown in Fig. 25. For the scenario A it can
be seen that vBIA achieves a fair distribution ensuring a user
rate between 50 Mbps and 90 Mbps. For vDWMSE, user rates
above 90 Mbps are achievable for only the 30% of the users.
However, notice that the 50% of the users achieve a rate below
50 Mbps. That is, high data rates can be achievable for specific
Fig. 24. Achievable average user rate against cell radius for the considered
scenario B. Kp = 2 and Ksh = 2.
Fig. 25. CDF of the user rate for scenario A with K = 4 and scenario B
with Kp = 2 and Ksh = 2.
user distributions, but the properties of the optical channel
lead to blackspot areas where the TPC schemes provide a low
performance. As it is shown in previous simulations, the MRC
scheme achieves a low performance in VLC systems since it is
subject to intercell interference and management of the multi-
user transmission. For the scenario B, the CCI plays a major
role. In this sense, the user rate achieved by vDWMSE suffers a
considerable degradation in comparison with the performance
obtained in scenario A. Furthermore, it can be seen that the
use of vBIA schemes results suitable for VLC systems where
the deployment of LED lights generate amorphous cells [6]
depending on the connectivity of each user.
VIII. CONCLUSIONS
We propose the use of BIA schemes in VLC systems
for aligning the interference without the need for CSIT or
cooperation among the LED transmitters. A key ingredient
to make this posible is the concept of a reconfigurable
photodetector devised in this work. Beyond the benefits that
BIA already provides for RF systems, it results suitable to
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manage the particular constraints of the VLC systems such as
the non-negativity of the transmitted signal, provide constant
illumination or avoid the blackspot areas because of satisfying
these constraints. Moreover, BIA is adaptable to practical VLC
topologies from the user-centric perspective. Therefore, in
contrast to multichannel techniques in absence of CSIT such as
MRC, the BIA approach allows to manage the multi-user and
intercell interference in VLC scenarios achieving multiplexing
gain. In comparison to TPC schemes, the proposed BIA
approach avoids the need for CSIT or cooperation among LED
lights and it provides satisfactory achievable rates with a fair
distribution and adequate BER.
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